
Speed, Performance, Value - Perfect Balance

Eclipse Analytical Balances

· Large easy to read LCD display

· Capacity tracker

· Grade 304 stainless steel pan

· Level indicator with adjustable levelling feet

· Removable draft shield supplied on 0.001g
readabilities

· Weighing

· Parts counting

· Percentage weighing

· Check weighing

· Check counting

· Animal / dynamic weighing

· Weight accumulation

· Density determination

www.adamequipment.com



Technical Specifications
Model E
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Units of
measurement

Gram (g), Milligram (mg), Carat (ct),
Grain (GN), Newton (N), Dram (d),

Troy Ounce (Ozt), Pennyweight (dWt),
Momme (MM), Taels T. (TL.T), Taels
Hk. (TL.H), Taels S. (TL.S), Tical (ti),

Tola (T), Custom unit
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General Specifications
Typical stabilisation time 5 Sec
Power supply 18VDC 60/60Hz
Key Accessories

· Dust Cover for 0.001g to 0.1g balances upto 8200g
· Pillar option (factory fitted) for models with 300 x 400mm base size only
· Below Balance Hanger
· In use cover for 0.1g balances 12000g and more
· USB Cable
· Anti-Vibration Table
· Thermal Paper For Adam ATP (10 pack)
· ATP Thermal Printer
· In use cover for 0.0001g balances
· Dust Cover for 0.1mg balances
· Adam DU - Data Collection Program
· RS-232 to PC Cable
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